A | :500 10 20 30 NOTES
N These drawings have been produced with reference to the

CDM Regulations 2015. Please note that these are

pre-construction phase drawings and should be subject to

T e further design risk management as required in accordance

X FOR FULL TRAFFIC SIGNALS DESIGN REFER TO with Regulation 9.
: 4AWAY CONSULTING DRAWINGS 'P0244-1193' to The residual risks identified on the DRA / drawings are

based on the information available at the time of design.

'P0244-1199' & 'P0244-1200'to 'P0244-1202' Any services information indicated on PJA drawings is

= ‘. \ a . obtained from third parties, and is given for guidance
;_ —m . purposes only. The exact location of any services will need
P < / R to be verified by the client / contractor before commencing
T i R works on site.
S N
0% . FOR FULL LIGHTING DESIGN REFER TO LEDS LTD GENERAL NOTES:

DRAWING 'DANDARA HAWKHURST 5278 L. Do not scale from this drawing.
Lighting Drawing A229-A268 Junction'

2. All dimensions in metres unless stated otherwise.

3. This drawing is to be read in conjunction with all other
associated design drawings, details and specifications.

4. This drawing should be read in relation to the subject
of the title, other information shown on this drawing is
indicative only and reference should be made to the
appropriate series drawing.

5. Anydiscrepancies between drawings should be
brought to the attention of the engineer and
clarification sought.

6. The design is based on Topographical Survey data from
Survey Solutions (drawing number 42966BWLS-01-02 -
September 2022).

7. 0OS mapping is only shown for context and indicatively.
(OS License number: 0100031673)

9. The Highway Boundary has been recreated from KCC
records and aligned to topographical survey features.
Where none are available it aligns with OS mapping.

10. All works to be carried out in accordance with
Specification for Highway Works, and Kent County
Council requirements.

11. The design is preliminary and subject to discussion with
the planning and highway authority.

12. The Traffic Signal Design has been carried out by 4Way
Consulting, in accordance with Kent County Council
Traffic Systems General Specification Issue 5.1.

13. Refer to 4Way Consulting drawings P0244-1193 to
P0244-1199 for the crossroads signal design, and
drawings P0244-1200 to P0244-1202 for the Rye Road
puffin crossing signal design.

14. The geometric design of the junction has been updated
to maximise footway space at crossing points.

15. Swept path analysis has been carried out using the
maximum length articulated vehicle allowed in the UK.

_| 16. All vehicle tracking has been undertaken at a speed of
10Kph.

17. Stopping Sight Distance (SSD) has been obtained from
Manual for Streets. The design speed of 30mph derived
a SSD of 43m (adjusted for bonnet length).
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to 4Way Consulting drawings
P0244-1200 & P0244-1201

Natural Stone Slab Footway
Construction

*m Lighting Column
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*Refer to 4Way drawings for exact specifications
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road crossing to be carried out under 2 way lights, Ockley road no longer requires a road closure 
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